Interfibre™

Synthetic Pads in Pad
Holding Sub Frames

BS EN 779 Rating G3

. Arrestance >80% < 90%
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For high level pre-filtration to CP413/BS5588 fire, smoke and toxic fume
regulations. The “one only fit" sub frames have synthetic media pads which

economic storage, handling and disposal. Where glass is unacceptable (e.g.
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provide the fastest possible pre-filter replacement combined with the most ot

..
pharmaceutical and food industries and certain hospital areas), the %

.~ synthetic replacement pads fit directly into installations which currently
. may only house glass panel filters, ensuring top G3 performance for all

general heating, ventilating and air conditioning systems. Also suitable as
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. . a grease eliminator in industrial kitchen hoods.
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Non-toxic progressive density thermally bonded fibre ensures even din

loading throughout the full depth. Pads are cut oversize to guarantee no air
by-pass within the holding frame.

e Colour on air entry side, blue. = Full compliance with CP413/BS5588

o Available in rolls for cutting, ® Particularly useful in high humidity
areas with no cardboard surround to be adversely affected.

Pad Holding Sub Frame (PHF)

Sized to fit within the inside measurement of the frames in the existing installation.
» No refurbishment is required to change from cardboard surround panel filters to
the Interfibre synthetic pac.

Pad holding sub frames (PHF) are constructed from galvanised mild steel with

options of aluminium or stainless steel. Each PHF is complete with a mesh
AIR & FILTRATION

screen on the air leaving side and gasketing available for side access units,



Installation

The PHEF locates into the front or rear withdrawal frames in the installation.
It is equally suitable for side access units where the PHFs are equipped with
gasketing to eliminate air by-pass between filters. This is less practical with
cardboard cased panel filters. The [ilter changing operation is manageable
by one engineer. It is cleaner, quicker and disposal is simpler, due to the
compressibility and lightweight characteristics of the pads. Consequently
................ - the product offers significant storage and handling benefits.

A: Installation frame
B: Pad holding frame which fits

HxW Hx Recommended Air
MNominal size (ins) Actual size (mm) & '{,’,‘."'[g‘z & 47)

directly into installation frame

0% 10 250 x 250 450
C: Replaceable symthetic media 10'% 20 250 x 500 900
pad which locates into PHF 15 %15 375 x 375 1013
To change filter, only the pad 16 % 90 275 % 500 1350
needs to-be removed. 10 %18 450 x 450 1458
16 % 20 400 x 400 1440
16 x 25 400 x 630 1814
2020 500 x 500 1800
20 x 25 500 x 630 2268
24 x 24 600 x 600 2582
1212 300 x 300 648
12 %24 300 x 800 1296
B vl S {0 il 30 x 30 757 x 757 4128
< 2aBom i (oGSl 2
=l 207 % 20* (B00mm » 530mm) Uni / 18 v 24 450 x 800 1944 pe
- ] = 1700 nifar (0472m feet] ":
'=__; KNOTE 1 Pre cut pads 1o the abave sizes arc wsed with sab frames sizesd to &t the caistimg .
o - framework in the nstallation. Non standard sab frames and pads ars produced to order. 5
- z Ll 22mm Interfare Farsl 5 .
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: % ASorrw Invtertibare Psnel Zy BS EN 779 Rating 1" (22mm) 2" (45mm) -
- 5 40 G3 G3 s
. = .
e Velocity mjs 2.00 2,00 .
-
5 20 Initial Resistance [Fa) 50-55 55-60 .
. -
. ; Final Recommended Resistance [Pa) 300 300 '.
L] T T T T T T T T T T
. 19 2 30 40 W & D W W I % Mwerage Resistance S80% <90% 800 <008 7
. 0 Persencage of Roted Niflew -
e CP413/BS5588 Yes Yes . .
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Packing Details

Pads are packed 50 to a carton. Cartons are of heavy duty cardboard, tape

sealed for protection against dust, and marked with international
handling symbols.
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Shipping Weights

One full carton weighs 4kg.

Product Criteria Pads

Operating temperature limit 100°C.
R.H. operating limit 100%.
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