Interfibre

Synthetic Panel Filters

BS EN 779 Rating G3
Arrestance

>80% < 90%
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Specifications ~ Cases

For heating, ventilating and air conditioning systems where top G3

primary filtration is required. Also in certain hospital areas,

pharmaceutical production and food manufacture, where glass is
unacceptable. Provides primary contamination control and extends the

installed life of more expensive medium to high efficiency extended
surface filters.

The expanded diamond shape cardboard provides a 70% open area. For

stability under dirt loading the media is chemically bonded to one
support grid.

@ SHAMON

AIR & FILTRATION

Non-toxic progressive density thermally bonded fibre ensures even dirt

loading through its full depth. Dust arrestance values are inherently high.
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Construction

Filters are constructed from heavy duty moisture-resistant chipboard
cases, creased prior to folding to prevent moisture ingress. Nylon backed
filters are available as standard for the motor industry.

Installation

The filters are designed to locate into front withdrawal, side access or rear
mounted holding frames. Frames with all clips, gasketing, sealant and

support rods can be supplied pre-made into installation modules if
required.

Actual size

A 596mm B 596mm Nomir L P Ty - Recommended Air
C 22 or 47mm ominal size (ins ctual size (mm 1 & 2" (22 & 47)
Non standard sizes are 10x 10 245 x 245 432
manufactured to order,
utilsing punch cap 12 x 12 296 x 296 631
grids on air entry and 15% 15 372 x 372 996
air exit sides of the
filter. on all sizes over 18x 18 448 x 448 1445
24" x 247 stiffening 20 10 496 x 245 875
bars are applied.
20x 15 496 x 372 1328
0 " 20x 16 496 x 395 1411
BS EN 779 Rating 1" (22mm) 2" (47mm)
G3 G3 20 x 20 496 x 496 1771
! ! Velocity m/s 2.00 2.00 24 x12 596 x 287 1232
L L
. = Initial Resistance (Pa) 70-75 75-80 24 x 24 596 x 596 2558 ' +
e o, . . : /
- . Final Recommended Resistance (Pa) 300 300 25x 16 624 x 395 1775 ‘; ;
- - 3
= - Average Arrestance >800% <90%  >80% <90% 25x 20 624 x 496 2228 : :
. . — — - — —
ln L - - - - = Tolerances: =2mm - 0 on height and width measurement. +0 - 2mm on - =
- - - . - - - depth measurement. Special sizes available on request. * =
= * . s & - . . *
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. " Packing Details . .
-
x o o = 5 % 3 Panel filters are packed in heavy duty cardboard cartons, tape sealed for . .
- - - - - " - \ L
. - Ll - - ] - . . . P ; 3 L |
. . 5 - % - 2 protection against dust. Cartons are marked with international handling . ]
. - - + - - - "
'. . 7 < '. ¥ | symbols. 22mm deep filters packed 20 to a carton. 47mm deep filters .
. + * * B . g .
5 Y . g e i packed 10 to a carton.
L " - - .

Pressure Loss Vs Velocity @ 2.0msec (400 fpm)
@ 2.0msec 24" x 24" (596 x 596mm) Unit
= 2558m?/hr (0.71m3/sec)
80| 20" x 20" (496mm x 496mm) Unit
. = 3 3
Carton containg 20 filters 603 x 603 x 22mm AR L)
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Shipping Weights
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9.6kg. Carton containg 10 filters 603 x 603 x

22mm Interfibre Panel
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Pressure Loss (Pa)
Rated Flow

-

47mm Interfibre Panel \

47mm = 4.8kg.
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Product Criteria

ST
Cardboard surround panel filter 80% RH

operating limit. Metal surround panel filter 100% RH operating limit.
Temperature limit 100°C.

SHAMON AIR & FILTRATION

SHAMON EQUIPMENT NZ LTD )k

Ph +64 9 580 0075
AIR & FILTRATION Fax +64 9 580 0076
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