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Periframe

Fan Coil Induction Filters
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Arrestance >65% <80% >80% <90%

Applications

Installed into floor, wall or ceiling mounted fan coil induction units.
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| Specifications

Type FW - A pad of material sewn onto a wire frame
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Type FF14A - A retaining ‘frame tray’ is formed in Aluminium. A filter
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pad is mechanically secured in the frame tray utilising a rubber

spline enabling simple replacement of the media pad.

The tray can be supplied with bracing on the air leaving side.
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Type FF14P - A retaining Iframe trayl is formed in Plastic. A pad is
glued to the frame tray to provide a totally dosposable item.

Ideal in situations where the filter may need to be flexed to be fitted.

The tray can be supplied with bracing on the air leaving side.
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Construction

Available in synthetic thermally bonded fibre of various filtration levels.

The infill is contained within ‘frame trays’ type FF14, or applied over

steel wire frames sized to fit the end unit.

Installation

Located into room units to maintain air cleanliness and to provide

protection for fans, coils and motors within the unit.

Product Criteria

Media Thermally bonded synthetic fibre
G Grade 2 3

Depth 11mm/22mm  11mm/22mm
Operating Temperature 100°C 100eC

RH Operating Level 100% 100%

Fire Rating F1 F1/CP413
Periframe Type FF14A/P/JFW  FF14A/P/FW
Washability Fully Fully

All Periframes are sized according to customer’s individual requirements.
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FW= Filter Wire
FF14P=Plastic
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